
MobiSCREEN

Different display sizes and types in attractive design 
to suit your individual needs

 Mobitec AB
Ölltorps Industriområde 4, Box 97 ∙ 524 21 Herrljunga ∙ SWEDEN 

Phone: +46 513 229 00 ∙ Fax: +46 513 107 22 ∙ info@mobitec.eu ∙ www.mobitec.eu

AUSTRALIA ∙ BRAZIL ∙ GERMANY ∙ INDIA ∙ SWEDEN
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Display size 18.5” 21.5” 2 x 18.5” 29”

Format 16:9 16:9 2 x 16:9 3:1

Resolution 1,366 x 768 
(WXGA)  

1,920 x 1,080 
(Full HD)

2 x 1,366 x 768 
(WXGA)

1,920 x 610 
(Full HDxn)

Brightness ca. 300 cd/m² 

Contrast min. 1,000:1

Colours 16.7 million, 24 Bit

Viewing angle H: 178°/ V: 178°

Housing anodised aluminium

Weight approx. 7kg approx. 8kg approx. 12kg approx. 11kg

Operating voltage 24 VDC (16.8 – 32 VDC)

Operating temperature 0 °C to +50 °C (Depending on design and vehicle integration. 
Security switch-off.)

Interfaces See product lines

Editing software MCE (Mobitec Content Editor)

Operating system Linux

Standards and directives ECE-R10 (EMC-Bus)
ECE-R118 (Flammability)

  Versatile infotainment solutions

 Low weight

     
 Low maintenance

     
     

 Vandal-proof

     
     

     Technical data 



Green information systems made by Mobitec

MobiSCREEN, Mobitec’s state-of-the-art infotainment solution, is now available in several display sizes 
and product lines. Our fully flexible modular system with solutions for different system environments 
and space requirements can be adapted to suit customers’ needs. Thanks to the low weight and low 
maintenance approach, environmental impact and operating costs are kept to a minimum – green 
information systems made by Mobitec.

MobiSCREEN can display any kind of information that is necessary to ensure that passengers have a 
safe and smooth journey. This includes next stop information, detailed route information, network maps 
as well as operator information such as service interruptions. In addition, general news can be shown 
on the newsticker function. As advertisements can also be displayed, MobiSCREEN can be integrated 
into a business plan as an additional source of income.

   Slave

•  Can be controlled by any on-board control unit 
    with graphical output 
•  DVi
•  VGA
•  MCP: Power

IP/Ethernet

•  Standalone unit with CPU
•  Controlled over IP/Ethernet (M12) 
   e.g. Mobitec ICU602
•  USB
•  MCP: Power

Compact

•  Standalone unit with CPU
•  Controlled over IP/Ethernet (M12) or IBIS 
   with additional features
•  USB
•  MCP: Power, IBIS Slave, Stop and Door Signal, 
   Audio Line-Out

Available display sizes 

18.5" 

•  Format 16:9 
•  WXGA Resolution 
•  Low construction height
•  Wide viewing angle (IPS technology) 

2 x 18.5"

•  Format 2 x 16:9
•  2 x WXGA resolution
•  Side by side displays
•  Low construction height
•  Wide viewing angle (IPS technology)
•  Route information and advertisements can be 
   displayed simultaneously

21.5"

•  Format 16:9
•  Full-HD Resolution
•  Wide viewing angle (IPS technology)

29"

•  Format 3:1
•  Full-HD resolution width
•  Very low construction height
•  Wide viewing angle (IPS technology) 
•  Route information and advertisements can be displayed 
   simultaneously
•  Screen can be split in customised ratio or used as full screen


