
Mnt Bracket R50061414

Mnt Bracket L50061313

Adapter ILAG StandardCE311241-0512

Screw ISO 7046 M4x1205010641
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All dimensions with 

unspecified tolerance must 

conform SS-ISO 2768 Medium
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Light sensor, do not cover

Glass: PC.

Brackets

Material: Steel sheet.

Paint: Powder Coated Black.

 

 

EMC: Type-approval certificate

with regard to Directive 72/245/EEC

or ECE regulation No. 10

Burning behaviour: In accordance 

with ECE-Regulation No. 118
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Updated power consumption.

2017-07-05 MBe

2

Updated pinning on page 2.

2018-02-19 MBe
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RS485

Number of LED:s = 1536

Supply voltage = 9 - 36 V DC

Nominal operating voltage = 24V DC

Operating temperature = -40C to +70C

IP class = IP30

Cleaning = Isopropanol

 

N(x)105(xx)00-001

LED-colour Interface

Front glass type Max power consumption Nominal current consumption (25% LED:s, 50% PWM)

NF1050100-001 White RS485

Tinted glass
7,2W 1,1W

NB1050100-001 Amber RS485

Tinted glass
9,3W 1,3W

NB1050200-001 Amber RS485

Clear glass
9,3W 1,3W
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3. RS 485 A - White

2. RS 485 B - Green
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RS 485, Power - Connection
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1. N.C.

2. +24V DC, 

STOP signal

1. N.C

STOP signal

4. Ground

5. +24V DC - Red
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